COMPACT MID RISE MOBILE SCISSOR LIFT

2700 kg Safe working limit Able to lift most passenger vehicles

Mandatory in a commercial workshop environment

Certified to Australian standards, Worksafe design registered (Tufflift provides on all products regardiess of the environment)

Ideal for limited space or low ceiling height, tyre service,

Mid rise mobile scissor lift ) -
wrapping and detailing

Minimum height 130 mm Ideal for most passenger vehicles

Versatile, e.g. can be easily moved around the workshop,

LEIBOIELL including forecourts
Self-lubricated bushing and bearing No maintenance, long service life
Dual cylinder structure Stable raising and lowering
Mulitple pick up adapters Makes the lift very versatile
Surface mount Easy installation and low cost
Durable powder coating Looks fantastic in any environment
Available in 240V Suitable for all workshop facilities

Very convenient, no last minute running around trying to locate

Hydraulic oil supplied in the kit oil in small quantity or after hours (DIY installers)

SAFETY:
Anti-surge valve Applies flow control hydraulic system, prevents rapid descent
Mechanical safety lock Scissor is securely locked while vehicle is elevated
Manual safety lock release Simple operation

WARRANTY:

5 years (structure) + 2 years (electrical & hydraulics) warranty Other products only have 1 year, peace of mind

Warranty Parts and labour (excludes travel)

View our complete range at www.tufflift.com.au
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